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LIGHTING

Emergency Lighting Units

e 4 Decorative & Economical Units with Modern ¢ Universal Mounting Plate
Appearance & Low Maintenance e Injection Molded, V-O Flame Retardant, High
o Completely Self-Contained Impact, Thermoplastic Housing
o Fully Automatic Operation e Charge Rate/Power on LED Indicator Light
e Compact, Low Profile Designs in Neutral Finish @ ¢ 90 Minute Emergency Operation
¢ Push to Test Switch e ETL Rated Damp Location
¢ 6-Volt, Pure Lead, Maintenance Free Battery e Model #73122 has Remote Capability for up to 2
¢ Environmental Coated, Solid State Charger Additional Standard Remote Lighting Fixtures
e 2 x 5.4 Watt Incandescent Lamps 2 heads - 4 hours operation
« Automatic, Low Voltage Disconnect (LVD) 3 heads - 2 hours operation
e Universal Transformer for 120 or 277 VAC 4 heads - 1.5 hours operation

e Replacement bulb GE 939 or equil
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#73110 PRISM #73120/73122 LOW PROFILE SIDE LIGHTS
Cat No. Style Color | Length Depth Height | Case Qty. | Each

73110 Prism White 12" 2.25" 5" 6
73111 Prism Black 12" 2.25" 5” 6
73120 Low profile side lights White 16" 5" 5" 6
73121 Low profile side lights Black 16" h 5" 6

Remote Capable

Cat No. Style Color Length Depth Height [Case Qty.| Each
73122 Low Profile Side Lights White 16" 5" 5” 6

Remote Emergency Light Heads

¢ Used with remote capable emergency lights & remote capable combo exit/emergency light

A il
73060 73062
Cat No. | Weatherproof | Heads Volts Watts Lamp Each
73060 No 1 6 5.4 Incandescent
73062 No 2 6 7.2 Incandescent
73066 No 1 6 5.4 Incandescent
73067 No 2 6 7.2 Incandescent
73068 No 1 6 5.4 MR-16
73069 No 2 6 7.2 MR-16
73064 73065 73064 Yes 1 6 5.4 Incandescent
Weatherproof Weatherproof 73065 Yes 2 6 7.2 Incandescent 211
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LIGHTING

Emergency Lighting Unit

Modern design with “EZ" install back
plate and MR16 Halogen lamp for precise
clean illumination

e Completely self-contained

¢ Fully automatic operation

e Compact, low profile design in neutral finish

¢ Universal mounting plate with “EZ” quick connect for
rapid labor saving installation

¢ Push to test switch

¢ 6-volt, pure lead, maintenance-free battery

- 1-3/4" > ¢ Environmentally-coated, solid state charger
e Automatic, low voltage disconnect (LVD)
¢ Universal transformer for 120 or 277 VAC
@ ¢ Injection-molded, V-O flame retardant, high impact,
thermoplastic housing
5° e Charge rate/ power on LED indicator light
- 16" - o Lamp wattage 2X5 watt
e Emergency operation 90 minutes
Cat No. Color Case Qty Each
73152 White 6
73154 Black 6
Remote Capable-Damp Location Listed * Based on 5 watt lamps
Watts Maximum Maximum Maximum
Cat Per Heads for 4 | Heads for 2 | Heads for 1.5 Case
No. Unit |hrs Operation |hrs Operation | hrs Operation | Color Qty. Each
73156 22 2 3 4 White 6
73157 22 2 3 4 Black 6

Recessed Twin Head Emergency Lighting Units

Recessed emergency lighting unit mounts flush
with ceiling for a concealed, unobtrusive look

e Completely self-contained

e Compact, flush mount design

e Mounting bar hangers included

e 6-volt, pure lead, maintenance-free battery

e Environmentally-coated, solid state charger

e Automatic, low voltage disconnect (LVD)

¢ Universal transformer for 120 or 277 VAC

e Injection-molded, V-O flame retardant, high impact,
thermoplastic housing

e Charge rate/ power on LED indicator light

e Large battery for remote capacity

¢ Push to test switch

¢ 90 minute emergency operation

e 6 Volt 7.2Watt #939 lamp

e Remote capable

Cat No.

Color

Case Qty. Each

73158

212

White

6




ugm
nall

Emer

|

LIGHTING

ency Lighting Unit With Remote Capacity

e Compact, low profile design in neutral finish
e Push to test switch
e 6-Volt premium grade, pure lead, maintenance-free

batteries with 10-year expected life
¢ Side and top conduit K/Os

50 Watt Units
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6 Volt and 12 Volt

Heavy Duty emergency lighting unit has
remote capability, and is efficient and
easy to install. It is completely self-

contained and fully-automatic.

e Automatic low voltage disconnect (LVD).

¢ Universal transformer for 120 or 277 VAC operation

lighting heads
e Charge rate/power on LED indicator light

6-Volt Units with Remote Capacity

e Standard with two fully adjustable, glare free

100 Watt Units

7.2 Watt Lamps

Cat Watts Maximum Heads for Maximum Heads for Maximum Heads for Case

No. Per Unit 4 hrs Operation 2 hrs Operation 1.5 hrs Operation Qty Each
73166 50 2 4 5 2
73170 100 4 9 12 2

12-Volt Units with Remote Capacity 9 Watt Lamps

Cat Watts Maximum Heads for Maximum Heads for Maximum Heads for Case

No. Per Unit 4 hrs Operation 2 hrs Operation 1.5 hrs Operation Qty Each
73176 50 2 3 5 2
73180 100 4 7 10 2
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LED EXit Sign

e Superior Quality Exit Unit Combined with LED Energy Saving
Technology In a Low-Profile, Unobtrusive Design

e Completely Self-Contained
o Fully Automatic Operation
e Compact, Low Profile Design in Neutral Finish
) e Push to Test Switch in Battery Backup Units
e Automatic, Low Voltage Disconnect (LVD)
e 120 or 277 VAC Operation
e Injection-Molded, V-O Flame Retardant, High Impact,
Thermoplastic Housing

e Charge Rate/Power On LED Indicator Light

e Energy Consumption of Less than 4 Watts for Red Letters and
Less than 2 Watts for Green Letters

e LED Lamp Life of 100,000 hours

[
| e Listed for Damp Location
@ ( ) 75 @ . Universgl Mounting Canopy & 2 Face Plates for Side or Top
Installation
l e Standard AC and Emergency Units Available
| 12 |~ ILE|

¢ Ni-CAD Battery On Battery Backup Units
¢ 90 Minute Battery Run Time
e 700MAH 4.8V Nicad Battery

Cat No. LED Color Housing Battery Backup Case Qty Each
73010 Red White No 6
73012 Red White Yes 6
73013 Red Black Yes 6
73014 Green White No 6
73016 Green White Yes 6
73017 Green Black Yes 6

Remote Capable Units

Cat No. LED Color Housing |Battery Backup Case Qty Each
73022 Red White Yes 6
73023 Red Black Yes 6
73024 Green White Yes 6
73025 Green Black Yes 6
2 Circuit Unit
Cat No. LED Color Housing |Battery Backup Case Qty Each
73026 Red White Yes 6
73028 Green Black Yes 6

Salida Face Plates

Cat No. Lettering Led Color Housing Each
73005 SALIDA Red White
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LIGHTING
Combo LED Exit Emergency Light

e Combination LED Energy Saving Exit Sign and
Emergency Lighting Unit In One Compact, Modern
Design

¢ Heads Rotate 180°+ for Maximum Field Flexibility

e Completely Self-Contained
¢ Fully Automatic Operation

* e Push to Test Switch

e Automatic, Low Voltage Disconnect (LVD)

e 120 or 277 VAC Operation

e Injection-Molded, V-O Flame Retardant, High Impact,
Thermoplastic Housing

e Charge Rate/Power On LED Indicator Light

) Energy Consumption of Less than 4 Watts for Red

| e—| Letters and Less than 2 Watts for Green Letters

LED Lamp Life of 25 Years Plus

Universal Mounting Canopy for Top Installation

6-Volt 4.5AH Pure Lead, Maintenance-Free Battery

Environmentally-Coated, Solid State Charger

Standard with Two Fully Adjustable Glare-Free

Lighting Heads

¢ 130 Volt, 7 Watt Long Life Exit Sign Lamps

== | - o224, | e Universal Mour)ting Canopy & 2 Face Plates for Side

or Top Installation
e Model #73034 has Remote Capability for up to 2

@ <€'|'b> Additional Standard Remote Lighting Fixtures
2 heads - 4 hours operation
3 heads - 2 hours operation

4 heads - 1.5 hours operation
e Damp Location Rated
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Cat No. Led Color Housing Case Qty. Each
73030 Red White 6
73031 Red Black 6
73032 Green White 6
73033 Green Black 6

Remote Capable Units

Cat No. LED Color Housing Case Qty Each
73034 Red White 6
73035 Red Black 6
73036 Green White 6
73037 Green Black 6

Salida Face Plates
Cat No. Lettering | Led Color | Housing Each
73046 SALIDA Red White
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